
3870 MRI IV 
INFUSION PUMP SYSTEM

Non-Magnetic Design

4 Pump Remote Control

Intuitive User Interface



MRI IV INFUSIONS NOW MADE EASY
The Standard in MRI Safety

INTELLIGENT DESIGN

The docking spine makes the smart pump 
even smarter. When 1, 2, 3 or 4 pumps 
are docked onto a spine they all act as 
one, sharing power and a remote control. 
Flexibility is maximized by detaching a 
pump, enabling intra-hospital transport.

INTUITIVE PROGRAMMING 

Straightforward animated graphics and 
pharmacy-guided input borders guide 
the user through each programming 
screen, making it an easy to follow and 
comfortable programming process for 
new or infrequent users of the MRI pump.

SIMPLE IV TUBING SETUP

Multi-colored LED lights in the pump 
door and door handle guide the clinician 
through the IV set loading process. 
Simultaneously, the lights correspond 
with user onscreen interactions, creating 
a simple and seamless user experience.

FLEXIBLE WORKFLOW

The lightweight design and 8+ 

hours of battery operation enable 

interdepartmental MRI transport

8 wireless channels enable each 4-pump 

Infusion System to connect wirelessly 

with a single Remote

Industry’s highest Gauss rating with 

30,000 Gauss projectile protection & 

15,000 Gauss field line performance

Built-in retractable feet allow for 

bedside and tabletop operation when 

an IV pole is not needed

360-degree viewable dome light 

provides an additional indication of the 

infusion status and alarms

BOTTLEBAGSYRINGE

COMPATIBLE WITH:

LUER

EASY TO USE

Color touchscreen combined with 

intuitive backlit physical buttons

Integrated free flow prevention 

automatically keeps the flow preventer 

clamped during loading

Animated confirmation prompts guide 

users through LED indicators in the 

door and handle

Intuitive door design allows users to 

effortlessly open and close the door 

with corresponding illuminated handle 

Color-coded alarms & guided prompts 

lead the user to a quick resolution with 

clear instructions

Customizable Drug Library Care Areas 

with up to 60 unique dosing units to 

ensure infusion safety

Unique IV Sets to allow infusion control 

of third-party IV Sets as well as Bag, 

Bottle, and Syringe Fluid Sources.



SMART DOCKING SPINE

ZONE III WIRELESS REMOTE

A COMPLETE MRI IV MEDICATION 
DELIVERY SOLUTION

MRI Care Cycle: Maintaining Continuity of Care

Docked pumps unite and work 

as one system with a remote

Pumps will share battery power 

with each other

Pump swapping simplifies 

maintenance, allowing the 

system to be operational quickly

Charge 4 pumps with one cable

360-degree dome light provides 

infusion & alarm status

Simultaneous control of up to 

4 infusions

Advanced best-in-class wireless 

technology

Touchscreen interface with 

pump mirroring

The 3870 features a modern DERS drug library solution where a single infusion pump can 
store multiple patient care areas, offering multiple dosing and concentration options.

GUARANTEED SAFETY FOR 
ALL PATIENT TYPES

Drug Library Safety Without Compromise

Non-Magnetic: Remove The Risk

The non-magnetic design allows the infusion pump to operate safely in ultra-
high magnetic fields without the need for the “long-line” extension workarounds 
required with traditional infusion pumps.

ELIMINATE FLOW RATE INACCURACIES

NO MORE OCCLUSION ALARM DELAYS

AVOID CODE RESPONSE COMPLICATIONS

REDUCE RISK OF HOSPITAL-ACQUIRED INFECTIONS

Real-time audio and visual 

alerts and alarms



IMPROVES HOSPITAL 
WORKFLOW

Portability is at the heart of the Iradimed 
non-magnetic MRI IV Infusion Pump System. 
Connecting the patient to an MRI infusion 
pump in their originating department, such 
as an Intensive Care Unit, decreases the 
patient’s time away from their care unit.

Common Interdepartmental Transfers:

 • Critical Care (ICU, CVICU, PICU, NICU)

 • Emergency (Trauma, Stroke)

 • Anesthesia (Induction, PACU)

 • Cardiology (Stress Tests)

Interdepartmental Transport Made Seamless Safety, Performance, and Transport Characteristics

MRI EXAM
With its 30,000 gauss non-projectile safety & small footprint, 

clinicians have the freedom to ergonomically position the MRI IV 

Infusion Pump where it best enhances patient care and throughput.

3870 PATIENT SETUP
Connecting the 3870 MRI IV Infusion Pump to the patient within 

the ‘safety-net’ of their care unit improves patient stability prior to 

their MRI appointment.

RECOVERY OR CRITICAL CARE
Whether the patient’s post MRI transfer is to their originating care 

unit or a recovery area, the 3870 MRI IV Infusion pump is with the 

patient every step of the way, standardizing continuity of care.

PATIENT TRANSPORT TO MRI
The lightweight design of the 3870 MRI IV Infusion Pump allows 

a patient to seamlessly enter the MRI, eliminating the need to 

transfer from the standard hospital IV pumps upon arrival.

3870 PUMP TECHNICAL 
SPECIFICATIONS

MRI Conditions

MRI System Compatibility

Wireless

KVO Rate

15,000 Gauss Field Line Performance and 30,000 Gauss Projectile Protection

Off – 20 mL/hr (custom in DERS) plus Primary Rate continuation

8 channels + OFF, 32 Simultaneous Infusions, Encrypted, IRM Radio (3880 Style Radio)

0.2 to 3.0 Tesla MRI Systems

SAFETY CHARACTERISTICS

Programmable Weight Range

Infusion Precision

Dosing Values

VTBI Range

Expected Battery Life

Infusion Rate Range

0.1 kg – 350 kg

0.1 mL

60 Unique Values

0.1 mL – 1,000 mL

3 years / 200 discharge cycles

0.4 mL/hr – 1,000 mL/hr

PERFORMANCE CHARACTERISTICS

Pump Weight

Battery Charge Time

Dimensions

Battery Runtime

6 lbs. w/ battery

<5 Hours to 95%

8.25 x 8.5 x 3.2 Inches (21 x 21.6 x 8.1 cm)

>8 Hours Continuous @ 125 mL/hr + Battery sharing when docked

TRANSPORT CHARACTERISTICS

SPIKE INFUSION SET, PART NUMBER 1056 PRIMING VOLUME 18mL

EXTENSION SET, PART NUMBER 1058 PRIMING VOLUME 15mL

VENTED SYRINGE SET, PART NUMBER 1059 PRIMING VOLUME 5mL
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